. General features:
= Spheroidal cast iron body on

electrowelded steel base;

UN|63 = 1,50HP, 400V/50HZ, 2 speed,
asynchronous motor;

DIGITAL THREE PHASE e Digital electronic unit with multilanguage

microprocessor for programming,

MANDREL BENDER controlling and  springing-back  the

bending angle. It is possible to store 50
bending programs and up to 9 bending
angles for each program;

= Maximum bending angle: 180°;

= 24V low tension printed circuit board:;

= Bending angle adjustment;

= Electrobrake;

= QOne D.32mm, former  holder,

interchangeable shaft supplied;

= QOptional: one small former holder,
interchangeable  shaft for radii under
30mm;

= Weight: kg 120 (machine only);

= Dimensions: length 740 mm, width
900mm, height 1000 mm.

UNIB3, a powerful and accurate pipe bending
machine to bend with mandrel system. It is the
ideal machine to bend thin and delicate pipes with
optimal and constant bending radii.

3-PHASE MANDREL PIPE Small shaft for radii under 30mm for
BENDER MOD. UNI63 9210341/2/3/4 non-mandrel bending.

with 1 interchangeable shaft,
quick guide positioner, foot
switch, mandrel kit, pipe
locking device, mandrel
extractor, plane regulator
and D.20 mandrel rod

D.32mm square former shaft for radii

:;Q?g;r?uls%?ﬂ 31;5“%'3' arm for | 9210341 over 30mm for non-mandrel bending.
2 metre long mandrel arm for 9210342
UNI63 (useful 1,55 mt) m
fj ':Irllse;r? 10?111 mandrel arm for | 9210343 ALTA YECNOLOGIA ITALIANA
useful 2,55 mt) 4
4 metre long mandrel arm for 9210344 II
UNI63 (useful 3,55 mt)
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